
PERPENDICULARITY

The Preform Perpendicularity Gauge allows to place preforms standard 28mm to 
virtually any diameter. Manufactured in a robust steel structure with Sand blast 
finished.
It has a swivel base to preform made of stainless steel 304, the heights of the 
preform may be 50 to 180 mm, the maximum distance or maximum deviation can 
be up to 8 mm in both directions.
It has leveling feet, minimum operation and easy adjustment devices to place the 
indicator in different parts of the preform.
The PTG-100 includes the 543-552-A Mitutoyo absolute digital display, besides 
having the  possibility of send data to pc via digimatic port.

TECHNICAL DATA

PT-100

PET PrEform 
PErPEndiculariTy 
GauGE
PT-100

External Dimensions   209 x 153 x 244 mm (8.23 x 6.02 x 9.61 in)

Approximate Weight   7 kg (15.43 lb)

Mitutoyo Indicator  Digital indicator model 543-552-A (optional)

Display Resolution  0.01, 0.001

Units  mm, plg.
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OVERALL DIMENSIONS

OPCIONALES

Base preform made of 
Stainless Steel SS304

   Manufacturing according to customer sample up
   to Ø38 mm (1.5 lb) maximum

Mitutoyo Indicator    Model 543-402

Data cable    According to indicator


